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Satellite
Model E301
Design Two-way bass reflex
Drive units Uni-Q driver array:

HF: 19mm (0.75in.) vented aluminium dome

MF: 115mm (4.25in.) aluminium

Frequency range (-6dB) 80Hz — 45kHz
Frequency response (+3dB) 90Hz - 33kHz
Crossover frequency 2.7kHz
Amplifier requirements 10 - 100W
Sensitivity (2.83V/ Im) 86dB

Harmonic distortion
2nd & 3rd harmonics (90dB, Im)

<1% 100Hz — 40kHz

Maximum output (SPL) 109dB
Impedance 8Q (min. 34 Q)
Internal volume |.5Litres

Weight

2.4kg (53 Ibs))

Dimensions (Hx W x D)

260 x 136 x 159 mm (102 x 54 x 6.3 in.)

KEF reserves the right, in line with continuing research and development, to amend or change specifications. E&OE.
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INNOVATORS IN SOUND
United Kingdom
GP Acoustics (UK) Limited
Eccleston Road, Tovil, Maidstone
Kent, MEI5 6QP UK.
Tel: +44 (0) 1622 672261
Fax: +44 (0) 1622 750653
Email: info@kef.com

China

GP Acoustics (China) Limited

Room 2202, Diwang Commercial Center

5002 Shennan Road East, Shenzhen, China 518008
Tel: +86 (755) 8246 0746

Fax: +86 (755) 8246 0125

Email: info.kef.cn@gpacoustics.com

Europe (EMEA)

GP Acoustics GmbH

Am Brambusch 22, 44536, Liinen, Deutschland
Tel: +49 (0) 231 9860-320

Fax: +49 (0) 231 9860-330

Email: sales@gpaeu.com

France

GP Acoustics (France) SAS

39 Rue des Granges Galand - BP60414
37554 Saint Avertin CEDEX, France
Tel: +33 (0) 2 47 80 49 0l

Fax: +33 (0) 2 47 27 89 64

Email: info.france@kef.com

Hong Kong

GP Acoustics (HK) Limited

6F, Gold Peak Building, 30 Kwai Wing Road
Kwai Chung, N.T,, Hong Kong

Tel: +852 2410 8188

Fax: +852 2401 0754

Email: info.kef.hk@gpacoustics.com

Japan

KEF Japan, I-11-17,Honcho, Koganei-city
Tokyo, Japan. [84-0004

Tel: +81 (0) 42-388-2030

Email: info@kef.jp

Taiwan

GP Acoustics ( Taiwan) Limited
Room 4B, 5F 415, Xingyi Road Sec 4
Taipei |10, Taiwan

Tel: +886 (2) 2723 0868

Fax: +886 (2) 2723 0818

Email: info.kef tw@gpacoustics.com

USA

GP Acoustics (US) Inc.

|0 Timber Lane, Marlboro, New Jersey 07746 US.A.
Tel: +1 (732) 683 2356

Fax: +1 (732) 683 2358

Email: sales@kefamerica.com

KEF and Uni-Q are registered trademarks. Uni-Q
and other KEF technologies are protected by
worldwide patents. All text and image copyrights
reserved. KEF reserves the right, in line with
continuing research and development, to amend or
change specifications. E&OE.
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